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SENSORS

5200L-5205L TENSION LINK LOAD CELLS

Tension link load cells specially designed for load limitation on hoisting devices. z
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o Sturdy design
o Breaking load > 500 %
o CE certified for hoisting devices
o Protection class: IP66
o Material: stainless steel (5200L), nickel-plated steel (5205L)
o Easy to install (standard shackles)
o Cable length: 0.5...5t: 3 m (other lengths available on request)
10 t: 6 m (other lengths available on request)
o Complete range of CE certified electronics and load limiters available

Most popular options

Model 5205L - 10 t
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bridge output -50°C..+130°C

Application(s) load cells 5200L-5205L are perfectly designed for the following applications:

- Hoisting devices and crane security in combination with load limitation electronics (e.g.: BRIDGE-BOY, CRANE-BQY, ...),
- Tensile monitoring on winches,
- Load limitation for lifts.

5200L: (0.5) - (0.75) - (1.5) - (3) - (5) - (10) - (15) t
5205L: 0.5-0.75-15-3-5-10-15 t

Specifications SL - HOIST SL - LIFT

Combined error (non-linearity + hysteresis) <1 <+1 % F.S*
Creep error over 30 min. <+0.3 <+02 %FS*
Zero shift after loading <t0.5 <x05 %FS*
Reference temperature 23 23 G
Compensated temperature range -10...+45 -10..+45 °C
Service temperature range -25...470 -25..+70 °C
Storage temperature range -50...+85 -50...+85 °C
Temperature coefficient of the sensitivity <t0.2 <x0.2 F_s_:/;w"c
Temperature coefficient of zero signal <t0.2 <x0.2 F_s,:/;m“c
Zero balance +0.02 +0.02 mV\V
Nominal sensitivity 1 +05 mVV
Input resistance 35012 SHTRIE ) ohm(s)
Output resistance 35012 350+2 ohm(s)
Insulation resistance (50 V) > 5000 > 5000 Mohm(s)
Reference excitation voltage 10 10 vDC
Permissible nominal range of excitation voltage 3..12 3..12 VDC
Safe load limit 200 300 % F.8*
Breaking load > 500 > 1000 %F.8*
Permissible dynamic loading 75 100 % F.S*
*F.S.: Full Scale.

Specifications subject to change without notice.

E-mail : aesensors@aesensors.nl Website : www.aesensors.nl

Compliant

- 'JJ .
. 1SO 9001 certified rev. : 19/03/2019



TECHNICAL DRAWINGS: TENSION LINK LOAD CELLS

5200L-5205L > STANDARD DIMENSIONS

SENSORS

Dual safety plates
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LOAD CELLS ASSOCIATED SHACKLES
(SWi-] a [ 0o | ¢ | o [ ON |
Hoist Lift Range |A%¥1| @B | L 1t 168 112 365 261 965
> 500 % | > 1000 %** (t) 2t 206 16 477 333 127
520xL-A 05t 025t  0325-065 13 115 65 94 40 03 325t 269 191 605 429 175
520xL-A 075t 04t 05-095 13 115 65 94 40 03 65t 366 254 84 58 246
520xL-B 15t 075t 1-19 20 165 65 105 40 05 12t 515 351 119 825 331
520xL-C 3t 15t 2-375 25 195 90 135 50 11 17t 605 414 146 95 412
520xL-D 5t 25t 33-6.35 35 26 110 175 60 25 **SWL: Safe Working Load
520xL-E 10t 51 66-12 47 36 185 275 80 7.2
520xL-F 15¢ 75t 10-19 47 42 195 300 100 99

*Material: 5200L - stainless steel; 5205L - nickel-plated steel
** Breaking load (% full scale)
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Standard Cable screen not connected to transducer
" Faradisation non connectée au capteur

Cable gland Connecting box M16
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